
4123:1-1-05  Operation of the elevator. 
 
(A) Reserved. 

 
(B) Reserved. 

 
(C) No elevator shall be subjected to loads at any time in excess of its rated load as 
specified on the capacity plate, except where the elevator is designed and installed to 
carry one-piece loads greater than the rated load. Such one-piece loads may be carried in 
such elevator pursuant to the design specifications, but the design weight shown on the 
applicable capacity plate shall not be exceeded. 

 
(D) Loads shall not be carried on top of or beneath the elevator car nor shall loads be 
carried that protrude over or below the car. 

 
(E) No operator shall be required to remain on the elevator car while freight is being 
loaded on it. 

 
(F) Freight elevators shall not be used to carry passengers, except employees in the 
pursuit of their duties and having the permission of the employer. 

 
 
Effective:  12/1/79 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Appendix I 
TABLE OF STANDARD MATERIALS AND DIMENSIONS 

 
 

 

 

  

                                                                                             Minimum height 
                             Clearance from      Largest mesh         Minimum gauge          of guard from 
  Material                   moving part at       at opening         (U.S. Standard)            floor or 
                               all points         allowable           or thickness           platform level 
_______________________________________________________________________________________________________________ 
 
                                 Inches             Inches                                       Feet 
 
Woven wire...............    Under 2.........    3/8.........    No. 16..................         7 
                             2-4.............    1/2.........    No. 16..................         7 
                             Under 4.........    1/2.........    No. 16..................         7 
                             4-15............    2...........    No. 12..................         7 
Expanded metal...........    Under 4.........    1/2.........    No. 18..................         7 
                             4-15............    2...........    No. 13..................         7 
Perforated metal.........    Under 4.........    1/2.........    No. 20..................         7 
                             4-15............    2...........    No. 14..................         7 
Sheet metal..............    Under 4.........................    No. 22..................         7 
                             4-15............................    No. 22..................         7 
Wood or metal strip 
  crossed................    Under 4.........    3/8.........    Wood 3/4 Metal No. 16...         7 
                             4-15............    2...........    Wood 3/4 Metal No. 16...         7 
Wood or metal strip 
  not crossed............    Under 4.........    1/2.........    Wood 3/4 Metal No. 16...         7 
                             4-15............    1 width.....    Wood 3/4 Metal No. 16...         7 
Standard guard 
  railing**....    Minimum 15............................................................ 
                             Maximum 20............................................................ 
_______________________________________________________________________________________________________________ 

  
 


